C Nvgﬁ BANTMATIK 477 KENAR BANTLAMA MAKINASI

AGAG ISLEME MAKINALARI BANTMATIK 477 EDGEBANDING MACHINE

SINCE 1980

Makinamizin boyu distan iki kapak arasi 4,7 metredir. Opsiyonel dokunmatik ekrani vardir. 7 adet iinite icermektedir. ~ Machine length 5,8 meters from right to left door. It has optional touchable screen panel and 7 units. Working speed 15
Palet hizi 15 metre /dakikadir. Dokunmatik kumanda paneliile biitiin tiniteleri kolaylikla kontrol edebilir; ariza  meter/minute. You can control all units from touchable screen panel easily. You can see malfunctions, number of pieces,
kayrtlarini, yapistirdiginiz parca adedini, yapistirdiginiz pvc bandin metresini gorebilirsiniz.  pvc band meters and maintenance warnings.
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TEKNiK OZELLIKLER / TECHNICAL INFORMATIONS BANTMATIK 477

MAKSIMUM PANEL SIKMA KALINLIGI / MAXIMUM PANEL THICKNESS 8 MM/ 60 MM.
BANT KALINLIGI/ BAND THICKNESS 0,4MM/3 MM.
Kagadet parca yapistirdiginizi ve kag metre bant cektiginizi gorebilirsiniz. On freze bigaklan diamond'dur. Dia bigaklar sert metal MINIMUM PANEL BOYU/ MINIMUM PANEL LENGTH 120MM
Aniza kayrtlarini gostererek problemlerin ¢oziimiinde yardima olur. bicaklara gore 70-80 kat daha uzun bileme 6mriine sahiptir. T PR
You can learn total material quantities and pvc band length. Machine is showing faults The pre-milling blades are pcd. Ped cutters have a longer grinding life than MINIMUM PANEL GEN |$|.|G| /MINIMUM PANEL WIDTH 100 MM
and helping solutions. 70-80times than hard metal cutters.
TUTKAL HAZNESI /GLUE CAPACITY 3LT/4KG.
TUTKAL KAZAN ISINMA SURESI / GLUE TANK HEATING TIME 10-15 MINUTE
MAKINANIN CALISMA HIZI / WORKING SPEED 15M/MIN
ON FREZE MOTORLARI (2 ADET) /FRONT MILLING CUTTER MOTORS (2 PIECES) 2,2KW 12.000 R.P.M
BAS — SON KESME MOTORLARI (2 ADET) / END MILLING CUTTER MOTORS (2 PIECES) 0,37 KW 12.000 R.P.M
Tutkal kazani isinma siiresi 10-15 dakik.adlr.. Tutkal kazami teflon Kanal aarken dokunmatik e.k.ra.nd_an 4farkh modda secim ”
Gluetank heating time is ﬁ.;l;.:;:;;mim?% coated and easy to dlean. When apening groove, youcan%%l;glir;;fzrzéntmodaﬁom touchable screen. ALT UST FREZE MOTORLARI (2 ADET) /BOTTOM-TOP MILLING CUTTER MOTORS (2 PIE(ES) 0155 KW 18.000R.P.M
T —— KANAL ACMA MOTORU / GROOVING MOTOR 2,6 KW TRIFAZE/12.000R.P.M
DISAMESAFE  MALZEME MESAFESI / MATERIAL DISTANCE DISA MESAFE POLISAJ MOTORLARI ( 2 ADET) /BUFFER MOTORS (2 PIECES) 0,25 KW/3.000 R.P.M
OUTER DISTANCE T OUTER DISTANCE .
3000 mm o M TOPLAM GUC/TOTAL POWER 14 KW
| | 5600 mm CEKILEN GERILIM / VOLTAGE 380-400V/50-60 HZ
. CEKILEN AKIM / CURRENT 50 AMPER
750 mm
l CALISMA BASINCI / WORKING PRESSURE 4/6 BAR
7o mn T SEVKIVAT OLCULERi BOY-EN-YUKSEKLIK/ TRANSPORTATION DIMENSIONS LENGHT-WIDTH-HEIGHT  5.6X0.85X1.5M
e 1000 mm AGIRLIK/ WEIGHT 1750  50KG

DISA MESAFE / OUTER DISTANCE
7 adet 115 mm capinda tozemme hortumu baglantilar vardir. There 7 pieces of 115 mm diameter dust suction hose connections.
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