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\UNVER KLASS 7X21 OTOMATIK KAYIS SiSTEMLi COKLU DELIK MAKINASI

AGAG ISLEME MAKINALARI KLASS 7X21 AUTOMATIC BELT SYSTEM MULTI BORING MACHINE

SINCE 1980
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Maksimum 280 cm ve minimum 30 cm delik delme
kapasitesi vardir.
Maximum 280 cm and minimum 30 cm drilling capacity.
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Otomatik calisma modu ile iki kisi, yan otomatik galisma Kagadet delik operasyonu yaptiginizi Otomatik kayish besleme sistemi mevcutur. Opsiyonel olarak dijital indikatdr takilabilir.
modu ile tek kisi kolayca calisabilmektedir. gorebilir ve sfirlayabilirsiniz. Automatic belt through feed system. Opttional digital indicator.

Two people can work easily with the automatic operation mode, You can see how many boring operations you have

andone person can easily work with the semi-automatic operation mode done and reset them.
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UNVER

AGAC ISLEME MAKINALARI

3,4 ve 5. delik sanzumanlan 2 parcadan olusmaktadir.
3rd, 4th and 5th boring gearboxes consist of 2 parts.

Delik sanzumanlari raf ve pim deliklerini kolayca delebilmek icin
90 derece donebilmektedir.
Boring gearboxes can rotate 90 degrees to easily drill rack andpin holes.

KLASS 7X21 OTOMATIK KAYIS SiSTEMLI COLU DELIK MAKINASI

KLASS 7X21 AUTOMATIC BELT SYSTEM MULTI BORING MACHINE

TEKNiK OZELLIKLER / TECHNICAL INFORMATIONS COKLU DELIK MAKINASI

MATKAP MERKEZLERI ARASI UZAKLIK / DRILL DISTANCE CENTER

MAKSIMUM ALTTAN DELME DERINLiGi / MAXIMUM BORING BOTTOM SIDE

MAKSIMUM CUMBADAN DELME DERINLIGi / MAXIMUM BORING FROMT SIDE
OTOMATIK BESLEME HIZI / AUTOMATIC FEEDING SPEED

TOPLAM MOTOR GUCU / TOTAL POWER

HAVA BASINCI / AIR PRESSURE

PNOMATK BASKI / PNEUMATIC PRESS

OLCULENDIRME / CALIBRATION

DIKEY DELIK UNITESI / VERTICAL BORING HEADS

SANZIMAN SABITLEME / UNIT FASTENING

DELME HiZI / BORING SPEED

MATKAP MANDRENLERI / DRILL CHUCKS

DELINEBILECEK MNIMUM PARGA OLCUSU (X)/ MINIMUM WORKPIECE DIMENSION (X)
DELINEBILECEK MAKSIMUM PARCA OLCUSU (X) / MAXIMUM WORKPIECE DIMENSION (X)
DELINEBILECEK MiNiMUM PARCA OLCUSU (Y)/ MINIMUM WORKPIECE DIMENSION (Y)
DELINEBILECEK MAKSIMUM PARCA OLCUSU (Y) / MAXIMUM WORKPIECE DIMENSION (Y)
UZUNLUK - YOKSEKLIK — EN / LENGTH — HEIGHT - WIDTH

AGIRLIK/ WEIGHT

32 MMX 640 MM

50 MM

50 MM

75-25 M/DK AYARLANABILIR (ADJUSTABLE)
12KW

6-8BAR

6 ADET (6 PIECES)

iNDIKATOR (INDICATOR)

90 DERECE DONEBILME OZELLIGi
PNOMATiK KONTROLLU (PNEUMATIC)
AYARLANABILIR (ADJUSTABLE)
TAKMATIK SISTEMLERI (DRILL HOLDERS)
100 MM

1.100 MM

300 MM

2.800 MM

400(M-180CM-190 (M

2.600KG
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